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KEMENTERIAN AGAMA
UNIVERSITAS ISLAM NEGERI 

MAULANA MALIK IBRAHIM MALANG

MA’HAD SUNAN AMPEL AL-ALI

Jl. Gajayana no 50 Dinoyo Malang Telp. (0341) 565418, 551354, Fax. (0341) 565418
Email:msaa.uinmalang@yahoo.co.id

         
 


Nomor 

:  Un.03/KS.01.3/339/2013




    02 Oktober 2013

Lampiran 
:  1 (satu) Bendel

Perihal 

:  Permintaan Informasi Harga Barang







Kepada Yth. 

............................................................................................

di

‘- T e m p a t – 

Dengan hormat,

Sehubungan rencana realisasi pelaksanaan pekerjaan Belanja Modal Peralatan dan Mesin Ma’had berupa Pengadaan Peralatan dan Fasilitas Perkantoran Untuk UPT-Pusat Ma’had Al-Jami’ah UIN Maulana Malik Ibrahim Malang, bersama ini kami bermaksud agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan Rencana Anggaran Biaya (RAB) yang kami lampirkan dalam surat ini.

Apabila informasi harga yang saudara berikan sesuai dan kami nilai wajar, maka kami akan memberi kesempatan perusahaan saudara untuk membuat penawaran terhadap pekerjaaan tersebut.

Kami harap informasi harga barang dapat kami terima paling lambat pada :

Hari /tanggal 

: Jumat, 11 Oktober 2013

Pukul


: 14:00 WIB 

Tempat                          : Layanan Pengadaan Pengadaan Barang Jasa d.h. Unit  

  Layanan Pengadaan Lantai II Gedung Rektorat 

  UIN Maliki Malang - Jl. Gajayana 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim ke kantor Layanan Pengadaan Barang/ Jasa (LPBJ), di fax di no (0341) 570886 dan via e-mail ke : ulp@uin-malang.ac.id atau UPT Ma’had Jami’ah (0341) 565418
Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.

Pejabat Pembuat Komitmen Ma’had,
Dr. H. M. In’am Esha, M.Ag

NIP. 19750310 200312 1 004

Lampiran : 











Surat Permintaan Informasi Harga Barang











Nomor 
Un.03/KS.01.4/339/2013











Tanggal 
: 02 Oktober 2013










Tentang
:  

Pekerjaan 
:
Belanja Barang Berupa Peralatan dan Fasilitas Perkantoran
Lokasi
: 
UIN Maulana Malik Ibrahim Malang

Tahun Anggaran 
: 
2013
	No
	Nama Barang
	Spesifikasi
	Vol
	Harga Satuan (Rp)
	Jumlah (Rp)

	
	UPT Pusat Ma’had Al-Jami’ah

	1
	Mesin Fotocopy Digital


	Type 

Desktop (Reader Combined + Inner Output)

Imaging System 

Laser Dry Electrostatic Transfer System

Memory 

Standard:  256 MB

Maximum: 

512MB

Network Interface 

Ethernet (100Base-TX / 10Base-T), USB 2.0

Warm Up Time 

30 seconds maximum after powering ON

1 second maximum from the Sleep mode

First Copy Output Time 

6.4 seconds or less

Multiple Copies 

1 to 999 sheets

Magnification 

25% to 400% (1% increment)

Maximum Original Size 

Max. A3 / 11" x 17"

Duplex 

Standard

Copy / Print Speed 

20ppm

Resolution 

Reading: 600x600 dpi

Writing: 

1200 x 1200dpi

Paper Sources (80gsm) 

Paper Cassette: Standart 250 Sheet

Maximum: 250 + 3 x 550 sheets paper capacity

Stack Bypass: 

Standard: 100 sheets paper capacity

Acceptable Paper Weights 

Paper Cassette: 64 to 90 gsm

Stack Bypass: 

64 to 128gsm

Power Source 

220 - 240V AC, 50 / 60Hz

Maximum Power Consumption 

Approx. 1.542KW

Toner Yield (6% Coverage) 

Approx. 14,600 sheets (A4)

Drum Yield 

Approx. 132,000 sheets (A4)

Print Specification 

PDL 

Standard: 

Optional: 

PCL 5e/6, PS3

Network OS 

Windows 2000 / XP / Server2003 / Vista / Server2008 / Win7, Mac OSX (10.4.9 or later)

Network Scan 

Gear Specification

Supported OS 

Windows 2000 / XP / Server2003 / Vista / Server2008 / Win7

Resolution 

BW: 

CL: 

Up to 300 x 300dpi


	1
	Unit
	
	

	2
	Mesin Reso


	Original size

Max. 12.2" x 17.1" (310 x 435 mm) Min. 3.5" x 5.5" (90 x 140 mm)

original paper weight

14 lb. to 28 lb. bond (50 GSM to 107 GSM)

original paper capacity

10 sheets, 17 lb. bond (64 GSM), up to 1 mm high)

scanning area 

Max. 11.7" x 17.1" (297 x 435 mm)

print paper size

Max. 11.7" x 17" (297 x 432 mm) Min. 3.9" x 5.8" (100 x 148 mm)

paper supply capacity

1000 sheets, 17 lb. (64 GSM)

paper receive capacity

800 sheets, 17 lb. (64 GSM)

print paper weight

14 lb. to 110 lb. index (50 GSM to 210 GSM)

resolution Scanning

300 x 300 dpi Printing: 300 x 300 dpi

first copy time Approx

37 sec. (for A4/portrait/ 100% reproduction ratio)

printing area

Max. 9.9" x 14" (251 x 357 mm)

print speed Approx

60-130 pages per minute (three steps variable)

print position adjustment 

Vertical: .394" (±10 mm) Horizontal: .394" (±10 mm)

ink supply Fully automatic

800 ml per cartridge

master supply/disposal Fully

automatic (approx. 200 sheets per roll)

master disposal capacity

30 sheets

power source

100-120V AC, 50-60 Hz, 2.0 A 220V-240V AC, 50-60 Hz, 1.0 A

dimensions 

(W x D x H) When in use: 50" x 25.4" x 20" (1270 x 645 x 510 mm)
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	Unit
	
	

	3
	Werles


	Fitur

Single Cassette Recorder, Radio SW/AM/FM Stereo, 2 way 2 Speker, 6,5" Woofer & 3" Tweeter, Auto Vocal Changer System, Sound Multiplek, 5 Band Control Equalizer, 2 Mic input with volume & Echo Control, Wireless Microphone 
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	4
	Kamera CCTV
	Type

IP Kamera

Fitur

2-Megapixel (1920 x 1080) high-definition resolution  

Compression: H.264/MJPEG  

Built-in infrared LEDs for night viewing up to 25m  

Weatherproof IP66-rated housing  

IEEE 802.3af PoE compliant to simplify deployment and installation  

Features WDR (Wide Dynamic Range) to enhance visibility under extremely bright or dark environments  

Features 3DNR (3-Dimension Noise Reduction) to produce extremely clear picture quality even under low light condition  

Built-in Micro SD/SDHC card slot for local storage  

Digital input/output (1DI/1DO) for sensor and alarm  

BNC connector for analog video output  

Triple power support: 12VDC/24VAC/PoE (IEEE 802.3af)  

Free 64-channel monitoring software included (supports iCamSecure App)  

Tipe Kamera

Fixed 

Sensor

1/2.7" Progressive Scan CMOS 

Max. Resolusi

2M (1920x1080) / SXGA (1280x1024) / 1M (1280x720) / XGA (1024x768) / SVGA(800x600) / D1 (720x480) / VGA (640x480) / CIF (352x240) 

Min. Illumination

0.2 Lux 

Lensa

Board lens, fixed-focal, f=4.0 mm, F1.5 

Viewing Angle

78° 

Digital Zoom

8x Digital Zoom 

Kompresi Video

H.264 / MJPEG 

Kompresi Audio

G.711 / G.726 

Konektivitas

1 x RJ-45 10/100 Mbps PoE port  

1 x 3.5mm line out  

1 x 3.5mm mic/line in  

1 x Power terminal block  

1 x BNC analog video output  

I/O terminal block (4 DI/1 DO)  

Ethernet

IEEE 802.3 10-BASE-T, Ethernet 

Kesesuaian Protokol

IPv4/v6, TCP/IP, UDP, RTP, RTSP, HTTP, HTTPS, ICMP, FTP, SMTP, DHCP, PPPoE, UPnP, IGMP, SNMP, QoS 

Kesesuaian Sistem Operasi

Microsoft Windows 7/Vista/XP 

Konsumsi Daya

9W 
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	5
	Handycam

	Fitur

Full HD 1920 x 1080 / 60i Recording & 5.3 Megapixel Still Image Capture

Built-In High-Contrast Projector

25x Optical Zoom & 30x Extended Zoom

Carl Zeiss Vario-Tessar Lens

Clear Photo 2.7" Touch Screen LCD Display (230K)

Built-In USB Cable for Easy File Transfers & Charging

Memory Card Slot

SD / SDHC / SDXC (class 4 or higher) ,Memory Stick PRO Duo (Mark 2) support

Sensor

1x 1/5.8"  CMOS Sensor 1
Lens

2.5 - 62.5 mm 

f/1.8 - 3.2 2
Zoom

Optical: 25x

Enhanced (Optical): 30x

Digital: 300x 3
System

NTSC

Recording Media

Memory Stick PRO Duo, Memory Stick PRO-HG Duo, SD/SDHC/SDXC Up To 64GB Video/Image

Recording Time

Not Specified By Manufacturer

Video Format

High Definition

MPEG AVC/H.264

1920 x 1080i / 60 fps

Standard Definition

MPEG2

740 x 480i / 60 fps

Still Image Resolution

JPEG: 5.3 Megapixel, 3072 x 1728

JPEG: 2.1 Megapixel, 1920 x 1080

JPEG: 1.3 Megapixel, 1536 x 864

JPEG: .3 Megapixel, 640 x 480

JPEG: .2 Megapixel, 640 x 360

Channels

2.0-Channel Stereo 4
Display Type

LCD 5
Touchscreen

Yes

Screen Size

2.7" 6
Incude

16 GB Hispeed SD Card  (eq. Sandisk)

Camera Bag Lowpro  (uk. Menyesuaikan)
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Lanjutan .....

