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KEMENTERIAN AGAMA
UNIVERSITAS ISLAM NEGERI MAULANA MALIK IBRAHIM MALANG
Jl. Gajayana No. 50 Malang 65144,  Telp. (0341) 551354, Fax. (0341) 572533 
Website : www.uin-malang.ac.id E-mail : info@uin-malang.ac.id


Nomor 

:  Un.03/KS.01.3/35/2014





23 September 2014
Lampiran 
:  1 (satu) bendel

Perihal 

:  Permintaan Informasi Harga Barang







Kepada Yth. 

............................................................................................

di

‘- T e m p a t – 

Dengan hormat,

Sehubungan rencana realisasi pelaksanaan pekerjaan Pengadaan Akses Poin dan kelengkapannya di UIN Maulana Malik Ibrahim Malang Tahun Anggaran 2014, bersama ini kami bermaksud agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan Rencana Anggaran Biaya (RAB) yang kami lampirkan dalam surat ini.

Apabila informasi harga yang saudara berikan sesuai dan kami nilai wajar, maka kami akan memberi kesempatan perusahaan saudara untuk membuat penawaran terhadap pekerjaaan tersebut.

Kami harap data barang dapat kami terima paling lambat pada :

Hari
: 
Rabu
Tanggal
: 
01 Oktober 2014
Jam 
:
14.00 wib
Tempat 
: 
Unit Layanan Pengadaan 

Lantai II Gedung Rektorat UIN Maulana Malik Ibrahim Malang 



Jl. Gajayana No. 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim ke kantor ULP, di fax di no (0341) 570886 dan via e-mail ke : ulpuinmaliki@gmail.com atau ulp_uinmalang@kemenag.go.id.

Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.

Pejabat Pembuat Komitmen,
Dr. H. Sugeng Listyo Prabowo, M. Pd
NIP 19690526 200003 1 003
Lampiran
: 

Surat Permintaan Informasi Harga Barang



Nomor 

: Un.03/KS.01.3/35/2014









Tanggal 
: 23 September 2014
Rincian Anggaran Biaya (RAB)

Pekerjaan 
: 
Pengadaan Akses Poin dan kelengkapannya
Lokasi
: 
UIN Maulana Malik Ibrahim Malang
Tahun Anggaran 
: 
2014
	No
	Nama Barang
	Spesifikasi Barang
	Volume
	Harga Satuan (Rp)
	Jumlah (Rp)

	1
	Access Point 
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HARDWARE FEATURES

Interface

One 10/100M Ethernet Port(RJ45)
Support Passive PoE

Button

WPS/Reset, Power On/Off

External Power Supply

9VDC/0.85A

Wireless Standards

IEEE 802.11n, IEEE 802.11g, IEEE 802.11b

Dimensions ( W x D x H )

7.67*5.12*1.43 in.( 194.82*129.93*36.2mm)

Antenna Type

3*5dBi Detachable Omni Directional (RP-SMA)

Power Consumption

5.8W

WIRELESS FEATURES

Frequency

2.4-2.4835GHz

Signal Rate

11n: Up to 300Mbps(dynamic)
11g: Up to 54Mbps(dynamic)
11b: Up to 11Mbps(dynamic)

Reception Sensitivity

270M: -68dBm@10% PER
130M: -68dBm@10% PER
108M: -68dBm@10% PER
54M: -68dBm@10% PER
11M: -85dBm@8% PER
6M: -88dBm@10% PER
1M: -90dBm@8% PER

Transmit Power

<20dBm(EIRP)

Wireless Modes

Access Point /Repeater (Range Extender)/ Bridge with AP/ Client/Multi-SSID/

Wireless Functions

Enable/Disable Wireless Radio;
WMM (Wi-Fi Multimedia)
Wireless MAC Address Filtering
Wireless Statistic
Domain Login Function

Wireless Security

64/128/152-bit WEP / WPA / WPA2,WPA-PSK / WPA2-PSK

DHCP

DHCP Server

Quality of Service

WMM

Management

SNMP

Advanced Functions

Up to 30 meters PoE is supported

OTHERS

Certification

CE, FCC, RoHS

Package Contents

Wireless Access Point TL-WA901ND
3 Detachable Omni Directional Antennas
Power Supply Unit
PoE Power Injector
Resource CD
Quick Installation Guide

System Requirements

Microsoft Windows XP, Vista, Windows 7, Windows 8

Environment

Operating Temperature: 0℃~40℃ (32℉~104℉)
Storage Temperature: -40℃~70℃ (-40℉~158℉)
Operating Humidity: 10%~90% non-condensing
Storage Humidity: 5%~90% non-condensing

Product compairing
Setara TP Link WA901ND

	140
	Unit
	…………..
	…………..

	2
	Access Point Outdoor (point to point)
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Hardware Specification
Physical Interface

2 x RJ-45 for 10/100 Fast Ethernet
1 x Reset Button

Power Requirements

- Active Ethernet (Power over Ethernet)
– Proprietary PoE design
– Power Adapter 24V / 0.6A

RF Specification
Frequency Band 

802.11b/g/n

Data rate

300 Mbps

Radio Frequency Band
(The Max. Power may be different depending on local regulations)

Channel

Data Rate

Tx Avg. Power
(±2dBm)

Rx Sensitivity
(±2dBm)

802.11a 
(5.18  ~ 5.825GHz) 

6Mbps

26

-95

9Mbps 

26

-92

12Mbps 

26

-89

18Mbps 

26

-85

24Mbps 

26

-81

36Mbps 

25

-79

48Mbps 

23

-76

54Mbps 

21

-75

802.11n
(5.18  ~ 5.825GHz) 

MCS0 / MCS8

26

-95

MCS1 / MCS9 

26

-93

MCS2 / MCS10 

26

-90

MCS3 / MCS11 

26

-87

MCS4 / MCS12 

24

-84

MCS5 / MCS13 

23

-79

MCS6 / MCS14 

22

-75

MCS7 / MCS15 

21

-73

Antenna

12 x External SMA Connector

Environment & Mechanical 

Temperature Range 

Operating -20°C~70°C
Storage -30°C to 80°C 

Humidity (non-condensing) 

0%?90% typical 

Dimensions 

186mm (L) x 100mm (W) x 29mm (H) 

Weight 

300g

Product Compairing
Setara Engenius ENS500EXT

	12
	Unit
	…………..
	…………..

	3
	Switch
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Performance
14,880pps

for 10Mbps Ethernet 

148,800pps

for 100Mbps Fast Ethernet 

Mac Address 

Up to 2k 

Packet Buffer 

768kb

Half/Full-Duplex
Auto Negotiation
Auto MDI/MDI-X on all ports 

Interface Connections 
10/100TX

RJ-45

Power Characteristics 
Frequency

50 to 60Hz
100-240V AC, .2A 

Environmental Spesifications 
Operating Temp

0ºC to 40ºC (32ºF to 104ºF)

Non-operating Temp

-25ºC to 70ºC (-13ºF to 158ºF)

Operating Humidity

5% to 80% non-condensing

Storage Humidity

5% to 90% non-condensing 

Technical Spesifications 
Physical Character

Dimensions

24.9cm x 12.7cm x 3.8cm

Weight

1kg

Rack-mount

Hadware include

Chasing

Metal chase

Standards and Compliance 
IEEE 802.3 

10T Ethernet

IEEE 802.3u

100TX Fast Ethernet

IEEE 802.3x

Flow Control

Electrical / Mechanical Approvals 
FCC/EN55022 Class B
VCCI Class B
EN60950 (TUV)
EN55024
CE
C-Tick 


	12
	unit
	
	

	4
	Wallmount/ bracket access point outdoor
	TECHNICAL DATA

Materials

UV stabilized and weather resistant ABS plastic

Hardware - Stainless Steel

Operating Temp. 

-30 to +60 °C

Wind Survival 

160 Km/h

Weight

0.23 Kg / 0.5 lbs – single piece incl. package 

11.8 Kg / 26 lbs – carton (50 pcs) 

Single Unit

Retail Package: 6 × 6 × 18.5 cm

50 Units 

Carton Box: 39 × 33 × 31 cm

COMPATIBLE WIRELESS PLATFORMS

Body A

AP Support

NanoStation™ M5 ,NanoStation™ M2, 

NanoStation™ 5, NanoStation™ 2, ENGENIUS ENS500EXT.
AirLive® 

AirMax 5, AirMax 2

RF elements® 

StationBox® Classic

Body B

AP Support

NanoStation™ 5 LOCO, NanoStation™ 2 LOCO, NanoStation™ M5 LOCO, NanoStation™ M2 LOCO, NanoStation™M900 LOCO, etc

RF elements® 

StationBox® Mikro

PACKAGE CONTENTS

Body A, Body B, U-Bolt, Ball Hinge, Base
Holder, Screws, Nuts, Saddles, Wall Plugs
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	12
	unit
	
	

	Jumlah
	…………..

	PPN 10 %
	…………..


	Jumlah Biaya
	…………..

	Terbilang :
	


NB : 

* Mohon dicantumkan spesifikasi lengkap dan merek barang
Pejabat Pembuat Komitmen,
Dr. H. Sugeng Listyo Prabowo, M. Pd
NIP 19690526 200003 1 003
