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KEMENTERIAN AGAMA
UNIVERSITAS ISLAM NEGERI MAULANA MALIK IBRAHIM MALANG
Jl. Gajayana No. 50 Malang 65144,  Telp. (0341) 551354, Fax. (0341) 572533 
Website : www.uin-malang.ac.id E-mail : info@uin-malang.ac.id


Nomor 

:  Un.03.Ma’had/KS.01.3/426 /2015




20 Oktober 2015
Lampiran 
:  1 (satu) bendel

Perihal 

:  Permintaan Informasi Harga Barang







Kepada Yth. 

............................................................................................

di

‘- T e m p a t – 

Dengan hormat,

Sehubungan rencana realisasi pelaksanaan pekerjaan Belanja Modal Peralatan dan Mesin untuk pengadaan sarana Prasarana Operasional Pendidikan Pengajaran di Unit Pusat Ma’had Al Jami’ah berupa sound system 1 paket untuk Tahun Anggaran 2015, bersama ini kami bermaksud agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan Rencana Anggaran Biaya (RAB) yang kami lampirkan dalam surat ini.

Apabila informasi harga yang saudara berikan sesuai dan kami nilai wajar, maka kami akan memberi kesempatan perusahaan saudara untuk membuat penawaran terhadap pekerjaaan tersebut.

Kami harap data barang dapat kami terima paling lambat pada :

Hari
: 
Selasa
Tanggal
: 
27 Oktober 2015 
Jam 
:
12.00 wib
Tempat 
: 
Unit Layanan Pengadaan 

Lantai II Gedung Rektorat UIN Maulana Malik Ibrahim Malang 



Jl. Gajayana No. 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim ke kantor ULP, di fax di no (0341) 570886 dan via e-mail ke : ulp@uin-malang.ac.id atau ulp_uinmalang@kemenag.go.id.

Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.

Pejabat Pembuat Komitmen
Unit Pusat Ma’had Al Jami’ah,

Dr. H. Sugeng Listyo Prabowo, M.Pd
NIP 19690526 200003 1 003
Lampiran
: 

Surat Permintaan Informasi Harga Barang



Nomor 

: Un.03Ma’had/KS.01.3/426 /2015








Tanggal 
: 20  Oktober 2015
Rincian Anggaran Biaya (RAB)

Pekerjaan 
: 
Pengadaan Paket Sound System
Lokasi
: 
Unit Pusat Ma’had Al Jamiah UIN Maulana Malik Ibrahim Malang
Tahun Anggaran 
: 
2015
	No
	Nama Barang
	Spesifikasi Barang
	Volume
	Harga Satuan (Rp)
	Jumlah (Rp)

	1
	Speaker Aktif
	Made In Original Italy 
Kualitas Setara Merek RCF NXL23-A

Feature

· 750 watts bi-amplifié numérique

· 133 dB max spl

· Directivité constante de corne et d'une grande dispersion de 100 x15

· Woofer 12 "de forte puissance néodyme bobines 3.5"

· Driver 3 x 1 "pour les hautes fréquences en néodyme avec diaphragme en titane et bobine de 1.75"

· PFC correction du facteur de puissance

Acoustical Specifications 

· Frequency Response -3 dB: 60 Hz ÷ 20000 Hz 

· Max SPL: 133 dB 

· Horizontal coverage angle: 100° 

· Vertical coverage angle: Max 15° 

· Compression Driver: 3 x 1" neo, 1.75" v.c. 

· Woofer: 12" neo, 3.5" v.c. 

Input/Output Section 

· Input signal: bal / unbal 

· Input connectors: Combo xlr-jack 

· Output connectors: xlr 

· Input sensitivity: -2 dBu / +4 dBu 

Processor Section 

· Crossover frequencies: 1300 Hz 

· Protections: Thermal, rms 

· Limiter: Soft peak limiter 

· Controls: Volume, hf correction cluster size 
Amplifier Specifications 

· Total power: 1500 W PEAK 

·    High frequencies: 500 W PEAK 

·    Low frequencies: 1000 W PEAK 

· Total power: 750 W RMS 

·    High frequencies: 250 W RMS 

·    Low frequencies: 500 W RMS 

· Cooling: Convection / foced 

· Connections: Powercon in / out 

Cabinet 

· Cabinet Material: Bouleau du Baltique 

· Hardware: Arry side fittings 

· Handles: 2 parallèles 

· Pole Mount/Cap: Oui 

· Colour: Noir 

Physical Specifications 

· Height: 346 / 13.62 mm/inch 

· Width: 659 / 25.94 mm/inch 

· Depth: 415 / 16.33 mm/inch 

· Net Weight: 28.5 / 62.83 kg/lbs 
Include:

Tripod Speaker Stands Pole Mount (Pair)
External bracket included

For use with internal or external speaker mounts

120º degree tripod leg design

1-3/8" (35mm) Steel Tubing

Extends to 74" (2m) high

Non-slip rubber feet

Black powder coat finish

Tube diameter of 38 milimeters

Hand adjustable bolt tightens shaft in any location from 44-80"

Insert attached safety pin in any of the 6 preset locations to prevent accidental damage

Housing effortlessly slides along lower shaft to open & close the legs

Base spread should be at twice the width of your speaker cabinet

Base Spread: 32-48"

Load capacity: 68kg (150 lbs)

Weight: 4 kg (9 lbs)

	4
	Unit
	…………..
	…………..

	2
	Speaker Management
	Made In Original Italy

Kualitas Setara Merek RCF DX 4008
Feature :

· a complete 4 input - 8 output digital loudspeaker management system designed for the touring or fixed sound installation markets

· Sampling rate can be set to 96kHz

· Precise frequency control is achieved with its 1 Hz resolution

· Inputs and outputs can be routed in multiple configuration to meet any requirements

· shipped with a special PC Graphic User Interface (GUI) application - XLink

· XLink gives the user an option to control  from a remote PC via the RS232 serial communication link

· The GUI application makes much easier control and monitor the device, allowing the user to get the whole picture on one screen

· Programs can be recalled and stored from/to PC's hard drive, thus expanding the storage to become virtuality limitless

Input and output section
  Input Impendance: >10 kΩ 

  Output Impendance: 50 Ω 

  Maximum Level: + 20 dBu 

  Type: XLR 3 Electronically balanced 

Audio Performance 

  Frequency Response: +/- 0.1 dB (20 to 20 kHz) 

  Dynamic Range: 115 dB typ (unweighted) 

  CMMR: > 60 dB (50 to 10 kHz) 

  Crosstalk: < -100 dB 

  Distortion: 0.001% (1 kHz @ 18 dBu) 

Digital Audio Performance 

  Resolution: 32 bit (40-bit extended) 

  Sampling Rate: 48 / 96 kHz 

  A/D - D/A Converters: 24 bit 

  Propagation Delay: 3 ms 

  No. of Programs: 30 

Front Panel Control 

  Display: 4 x 26 Character Backlit LCD 

  Buttons: 12 Mute Controls 12 Gain / Manu Controls 6 Menu Controls 

  "DATA" control: (dial encoder) Embedded Thumb Wheel 

  Level Meters: 5 segment LED 

  Interface: RS 232 Female DB-9 

Limiters 

  Threshold: -20 to +20 dBu 

  Attack Time: 0.3 to 100 ms 

  Release Time: 2 to 32 X the attack time 

Equalisation 

  Type: Parametric, Hi-shelf, Lo-shelf 6 per I/O 

  Gain: in 0.25dB steps -30 to +15dB 

  Bandwidth: (Q=0.5 to 72) 0.02 to 2.50 octaves 

Crossover Filters 

  Filter Types: Butterworth, Bessel, Linkwitz Riley 

  Slopes: 6 to 24dB/oct (96kHz) 6 to 48dB/oct (48kHz) 

Power Requirement 

  Operating voltage: 220÷240 / 110÷120 ~ 50 / 60 V ~ Hz 

  Operating temperature range: 0 ÷ +55 °C 

  Operating humidity: 20 ÷ 90 % RH non-condensing 

Phisical Specification 

  Height: 44 / 1.73 mm/inch 

  Width: 483 / 19.01 mm/inch 

  Depth: 203 / 7.99 mm/inch 

  Net Weight: Kg/Lbs 3 / 6.61 
Shipping Information 

  Package height: 80 / 3.14 mm/inch 

  Package width: 615 / 24.2 mm/inch 

  Package depth: 360 / 14.17 mm/inch 

  Shipping Weight: 4.3 / 9.4 Kg/Lbs 


	
	
	
	

	Jumlah
	…………..

	PPN 10 %
	…………..

	Jumlah Biaya
	…………..

	Terbilang :
	


NB : 

* Mohon dicantumkan spesifikasi lengkap dan merek barang
Pejabat Pembuat Komitmen
Unit Pusat Ma’had Al Jami’ah,

Dr. H. Sugeng Listyo Prabowo, M.Pd

NIP 19690526 200003 1 003
