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Dengan hormat,
Sehubungan rencana realisasi pelaksanaan pekerjaan Belanja Modal untuk Operasional Layanan Pendidikan Tinggi Berupa LCD Projector di UIN Maulana Malik Ibrahim Malang, bersama ini kami bermaksud agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan Rencana Anggaran Biaya (RAB) yang kami lampirkan dalam surat ini.
Apabila informasi harga yang saudara berikan sesuai dan kami nilai wajar, maka kami akan memberi kesempatan perusahaan saudara untuk membuat penawaran terhadap pekerjaaan tersebut.
Kami harap data barang dapat kami terima paling lambat pada :
Hari			: Senin
Tanggal		: 11 April 2016
Pukul			: 14.00 WIB
Tempat 		: Kantor Unit Layanan Pengadaan
Lantai II Gedung Rektorat UIN Maulana Malik Ibrahim Malang 
Jl. Gajayana No. 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim via e-mail ke : ulp@uin-malang.ac.id atau ulp_uinmalang@kemenag.go.id atau bisa dikirim langsung ke kantor ULP atau di Fax ke (0341) 570886

Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.


Pejabat Pembuat Komitmen,



Dr. H. Sugeng Listyo Prabowo, M.Pd NIP 19690526 200003 1 003








Lampiran	: 
Surat Permintaan Informasi Harga Barang
	Nomor 		: Un.03/KS.01.7/1283/2016
	Tanggal 	: 06 April 2016
							

Rincian Anggaran Biaya (RAB)

Pekerjaan 	 : Pengadaan LCD Kelas
Lokasi				: UIN Maulana Malik Ibrahim Malang
Tahun Anggaran 	: 2016

	No
	Nama Barang
	Spesifikasi Barang
	Volume
	Harga Satuan (Rp)
	Jumlah (Rp)

	1
	LCD Proyektor Panasonic PTLB280 
		Power supply
	100-240 V AC, 50/60 Hz

	Power consumption
	300 W
(0.5 W when STANDBY MODE set to ECO,*1 6 W when STANDBY MODE set to Normal.)

	LCD panel
	Panel size
	16 mm (0.63 in) diagonal (4:3 aspect ratio)

	
	Display method
	Transparent LCD panel (x 3, R/G/B)

	
	Pixels
	786,432 (1,024 x 768) x 3, total of 2,359,296 pixels

	Lens
	1.2x manual zoom (throw ratio: 1.47-1.77:1), manual focus, F=2.1-2.25, f=19.11-22.94 mm

	Lamp
	230 W x 1,
lamp replacement cycle (lamp control: Normal/Eco1/Eco2): 5,000 hours/6,000 hours/8,000 hours*2

	Screen size (diagonal)
	0.76-7.62 m (30-300 in), 4:3 aspect ratio

	Brightness*3
(Lamp control: Normal)
	2,800 lm

	Center-to-corner uniformity*3
	80 %

	Contrast*3
	10,000:1 (full on/off)
(RGB signal input, Lamp control: Normal, Color mode: Dynamic, Iris: On)

	Resolution
	1,024 x 768 pixels*4

	Scanning frequency
	HDMI IN
	fH: 15-91 kHz, fV: 50-85 Hz, dot clock: 25 MHz-162 MHz

	
	RGB
	fH: 15-91 kHz, fV: 50-85 Hz, dot clock: 162 MHz or lower

	
	YPBPR(YCBCR)
	fH: 31.47 kHz, fV: 59.94 Hz [480p (525p)]
fH: 31.25 kHz, fV: 50 Hz [576p (625p)]
fH: 37.50 kHz, fV: 50 Hz [720 (750)/50p]
fH: 28.13 kHz, fV: 50 Hz [1080 (1125)/50i]
fH: 27.00 kHz, fV: 24 Hz [1080 (1125)/24p]
fH: 33.75 kHz, fV: 30 Hz [1080 (1125)/30p]
fH: 56.25 kHz, fV: 50 Hz [1080 (1125)/50p]

	
	Video/S-Video
	fH: 15.73 kHz, fV: 59.94 Hz [NTSC/NTSC4.43/PAL-M/PAL60],
fH: 15.63 kHz, fV: 50 Hz [PAL/SECAM/PAL-N]

	Optical axis shift
	6:1 (fixed)

	Keystone correction range
	Vertical ±30°

	Installation
	Ceiling/floor, front/rear

	Terminals
	HDMI IN
	HDMI 19-pin x 1 (compatible with HDCP, Deep Color)
480i*5, 480p, 576i*5, 576p, 720/60p, 720/50p, 1080/60i, 1080/50i,
1080/25p, 1080/24p, 1080/24sF, 1080/30p,
1080/60p, 1080/50p, VGA (640 x 480)-WUXGA (1,920 x 1,200),*6
audio signal: linear PCM (sampling frequencies: 48 kHz, 44.1 kHz, 32 kHz)

	
	COMPUTER IN
	D-sub HD 15-pin (female) x 1 (RGB/YPBPR/YCBCR /S-VIDEO x 1)
(The D-Sub/S-VIDEO conversion cable ET-ADSV is required for inputting S-VIDEO signals.)

	
	MONITOR OUT
	D-sub HD 15-pin (female) x 1

	
	VIDEO IN
	Pin jack x 1 (Composite VIDEO)

	
	AUDIO 1 IN
	M3 x 1 (L-R x 1)

	
	AUDIO 2 IN
	Pin jack x 2 (L, R x 1)

	
	AUDIO OUT
	M3 x 1 (L-R x 1) for output (variable)

	
	SERIAL IN
	D-sub 9-pin (female) x 1 for external control (RS-232C compliant)

	Built-in speaker
	2 W (monaural) x 1

	Noise level*3
	37 dB (lamp control: Normal), 33 dB (lamp control: Eco1), 28 dB (lamp control: Eco2)

	Cabinet materials
	Molded plastic (PC)

	Dimensions (W x H x D)
	335 mm x 96 mm*7 x 252 mm (13-3/16 x 3-25/32*7 x 9-29/32 in)

	Weight*8
	Approx. 2.8 kg (6.2 lbs)

	Operating temperature
	5°C-40°C (41°F-104°F)
(less than 1,400 m [4,500 ft] above sea level),
5°C-35°C (41°F-95°F)
(between 1,400 m and 2,700 m [4,500 ft and 8,800 ft] above sea level)

	Operating humidity
	20-80 % (no condensation)

	Supplied accessories
	Power cord x 1*9,
Wireless remote control unit x 1,
Batteries (AAA/R03/LR03 type x 2),
Computer cable (1.5 m, for VGA) x 1



	17
	Unit
	…………..
	…………..

	Jumlah
	

	PPN 10 %
	

	Jumlah Biaya
	

	Terbilang
	



NB : 
* Mohon dicantumkan spesifikasi lengkap dan merek barang
** Melampirkan surat dukungan Letter of Agency (LOA), Letter of Origin (LOO) dan Layanan purna jual


Pejabat Pembuat Komitmen,



Dr. H. Sugeng Listyo Prabowo, M.Pd NIP 19690526 200003 1 003





image1.jpeg




