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Website : www.uin-malang.ac.id E-mail : info@uin-malang.ac.id


Nomor 

: Un.03/KS.01.4/2284/2016




16 Juni 2016
Lampiran 
: 1 (satu) lembar

Perihal 

: Permintaan Informasi Harga Barang







Kepada Yth. 

............................................................................................

di

‘- T e m p a t – 

Dengan hormat,

Sehubungan rencana realisasi belanja modal untuk Sarana Prasarana Layanan Operasional Ma'had FKIK berupa elektronik, maka dari itu kami berharap agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan spesifikasi barang yang kami lampirkan dalam surat ini untuk data dukung survey pembuatan HPS (Harga Perkiraan Sendiri).

Kami harap informasi harga barang dapat kami terima paling lambat pada :

Hari /tanggal 
: Selasa, 21 Juni 2016 

Pukul


: 14.00 WIB

Tempat 

: Unit Layanan Pengadaan Lantai II Gedung Rektorat 

 UIN Maliki Malang Jl. Gajayana 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim ke kantor ULP, di fax di no (0341) 570886, via e-mail ke : ulp@uin-malang.ac.id atau ulp_uinmalang@kemenag.go.id.

Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.

Pejabat Pembuat Komitmen,

M. Baydhowi, S.Sos

 












 NIP 19790706 200901 1 013

	Lampiran  
	Surat Permintaan Informasi Harga Barang

	Nomor
	:
	Un.03/KS.01.4/2284/2016

	Tanggal 
	:
	16 Juni 2016


Pekerjaan 
: Sarana Prasarana Layanan Operasional Ma'had FKIK berupa elektronik
Lokasi



: UIN Maulana Malik Ibrahim Malang
Tahun Anggaran 

: 2016
	No
	Nama Barang
	Gambar
	Volume
	Harga Satuan                ( Rp )
	Jumlah Harga            ( Rp )

	1 
	CCTV System
	 
	 1
	Paket 
	 
	 

	
	 NVR 
 

IP video input:

32-ch

Two-way audio input:

1-ch, BNC(2.0 Vp-p, 1kΩ)

Network

Incoming bandwidth:

200Mbps

Outgoing bandwidth:

160Mbps

Remote connection:

128

Video/Audio Output

CVBS Output:

1-ch, BNC(1.0Vp-p, 75Ω)
Resolution: 704×576(PAL); 704×480(NTSC)

HDMI Output:

1-ch, resolution: 1920*1080P/60Hz, 1920*1080P/50Hz, 1600*1200/60Hz, 1280*1024/60Hz, 1280*720/60Hz, 1024*768/60Hz

Recording Resolution:

5MP/3MP/1080P/UXGA/720P/VGA/4CIF/DCIF/2CIF/CIF/QCIF 

Audio Output:

2-ch, BNC(Linear Electrical Level, 600Ω)

Synchronous Playback:

16-ch

VGA Output:

1-ch, resolution: 1920*1080P/60Hz, 1600*1200/60Hz, 1280*1024/60Hz, 1280*720/60Hz, 1024*768/60Hz

Decoding

Live view / Playback:

5MP/3MP/1080P /UXGA /720P /VGA /4CIF /DCIF /2CIF /CIF /QCIF 

Capability:

16-ch@720P, 8-ch@1080P

Hard Disk

SATA:

8 SATA interfaces for 4 HDDs + 1 DVD-R/W (default), or 8HDDs

Interface Type:

1 eSATA interface

Capacity:

Up to 6TB capacity for each HDD

Disk array

Array type:

RAID0, RAID1, RAID5, RAID10

Number of array:

8

External Interface

Network Interface:

2 RJ-45 10/100/1000Mbps self-adaptive Ethernet interfaces

Serial Interface:

RS-232, RS-485, Keyboard

USB Interface:

3, USB2.0

Alarm In:

16-ch

Alarm Out:

4-ch

General

Power Supply:

100 ~ 240 VAC, 6.3 A, 50 ~ 60 Hz

Consumption(without hard disk and POE):

≤ 45 W

Working Temperature:

-10 ºC ~ +55 ºC (+14 ºF~ + 131 ºF)

Working Humidity:

10 % ~ 90 %

Chassis:

19-inch rack-mounted 2U chassis

Dimensions:

445 × 470 ×90 mm (17.5" ×18.5"× 3.5")

Weight(without HDD):

≤ 8 Kg (17.64 lb)
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	1
	Unit
	
	

	 

 

 
	CCTV PTZ 2MP Full HD 30 X Optical Zoom

Signal Model PAL / NTSC

1/3" CMOS, 1080P

Effective pixel 1920 (H) x 1080 (V)

30 x Optical zoom, 18 x Optical Focus

Minimum illumination  Color : 0.01Lux,B/W:0.001Lux

Auto White Balance, IP66

IR distance 150m, 6 High Power Ir array LED

Support Onvif, PSU DC12V(4A)

Isi dalam box :
1 Pcs Medusa Speed Dome IP Cam LX-SONY-HSD/ 2.0 Mpx / 6 IRDA / 30x Zoom
1 Pcs Bracket
1 Pcs Adaptor
1 Pcs CD Driver
1 Pcs Buku Manual
1 Pcs Kunci L
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	2
	Unit
	
	

	
	CCTV IP Camera OUTDOOR  

Sensor Gambar 

1/3” Progressive Scan CMOS 

Iluminasi Min 

0.01 Lux @(F1.2,AGC ON), 0 Lux with IR 0.014 Lux @(F1.4,AGC ON), 0 Lux with IR 

Shutter Time 

1/3 s to 1/100,000 s 

Lens 

4 mm @ F2.0 (6mm, 16mm optional) Angle of view: 85° 

Lens Mount 

M12 

Day/Night 

3D DNR 

Wide Dynamic Range 

Digital WDR 

Video Compression Format 

H.264 / MJPEG 

H.264 codec profile 

BaseLine Profile / Main Profile 

Bit rate 

32 Kbps ~ 12 Mbps 

Dual Stream 

Yes 

Max. Resolution 

1920 X 1080 

Image settings 

Rotate mode, Saturation, Brightness, Contrast adjustable by client software or web browser 

Backlight Compensation 

Yes, zone optional 

ROI 

Support 

Network storage 

NAS 

General functionalities 

User Authentication, Watermark, IP address filtering, Anonymous access 

Communication interface 

1 RJ45 10M / 100M Ethernet interface 

Operating Conditions 

-30 °C ~ 60 °C (-22°F ~ 140 °F) humidity 95% or less (non-condensing) 

Power Supply 

12 VDC ± 10% , PoE (802.3af ) 

Power Consumption 

-I3: max. 5.5W -I5: max. 7W -I8: max 10W 

Ingress Protection 

IP66 

IR Range 

-I3: 1pcs EXIR LED, up to 30m -I5: 2pcs EXIR LEDs, up to 50m -I8: 4pcs EXIR LEDs, up to 80m 

Dimension 

Φ105mm×300mm 

Weight 

1200g 
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	4
	Unit
	
	

	
	CCTV Camera IP [4 mm]
Kualitas gambar yang jelas dan tajam

Resolusi : 2 MP 25/30fps 1920 x 1080

Dapat menangkap gambar dengan jelas siang dan malam hari hingga jarak 10-30 meter

Support iOS, Android dan WeB setting

IP66 Weatherproof
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	14
	Unit
	
	

	 

 

 

 
	HDD 2 TB
	 
	2
	Unit
	
	

	
	Aksesoris dan perlengkapannya (kabel, connector, clam, dl)
	 
	1
	Paket
	
	

	
	Instalasi
	 
	20
	titik
	
	

	
	 
	 
	 
	 
	
	

	2 

 
	PC Dekstop 

Kualitas Setara Merk Lenovo Thinkcenter s500
Intel® i5 4460  (3.2GHz, 6MB Cache),  

Chipset H81, 

4GB DDR3 PC3-12800  

1TB HDD SATA 7200 rpm, 

DVDRW 

Keyboard, USB Optical Mouse, 

Integrated HD Graphics, 

Gigabit Ethernet, 

win7 pro,

180 watt PSU, 

With LCD 185" widescreen 
(1) PCI-e x1 slot (Full Height), (1) PCI-e x16 slot (Full Height),

(6) High Speed USB 20
Warranty One Year Parts - One Year Labor 
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	set
	
	

	
	Printer 

Kualitas Setara Epson L365                                                        A4, 5760 x 1440 dpi, Black/White 33 ppm Print, Color 15 ppm Print, 1200 x 2400 dpi Scan, Black/White 5 sec Copy, Color 10 sec Copy, Tray 1# 100, Wireless, USB
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	 1
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	UPS APC BR 650
Back-UPS, UPS 650VA / 325W, 230V, UPS with AVR, Tower
	
	1 
	 Unit
	 
	 

	3
	Sound Isti'lamat
	 
	1
	Paket
	
	

	 
	SPEAKER 

Kualitas Setara HUPER 15 HA400 

Freq. Range ( -10dB) : 40Hz~ 20kHz Freq. 

Response ( -3dB) : 45Hz~ 18kHz Rec.

Hipass Frequency: 25Hz Max

Calculated SPL: 128.5dB 

Amplifier Power LF: 350W 

Amplifier Power HF: 50W LF 

Transducer: 15L350-41 HF 

Transducer: 25H44-81 Crossover Frequency: 2.6kHz Loop/ Mix Out: XLR/ M,

Balanced AC Input: 110/ 220 V, AC, 50/ 60Hz, 450 Watts 

Dim ( HxWxD) : 740mm x 475mm x 400mm 

Net Weight: 30Kg Shipping Weight: 33.5Kg 

Horizontal Coverage: 80º Vertical Coverage: 60º
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	2 
	Buah 
	 
	 

	 

 
	Mackie ProFX12 Professional Compact Mixer
Features 

Professional 12-channel compact mixer with onboard effects and USB I/O

6 low-noise, high-headroom Mackie mic preamps with easy LED metering

32-bit RMFX processor with 16 "Gig-Ready" reverbs, choruses and delays

Precision 7-band graphic EQ for tuning Mains or Monitors

USB I/O for recording shows and music playback via Mac or PC

4 full stereo channels plus extra stereo return for keyboards, external effects or stereo playback devices

60mm faders for input channels, returns and Main/Monitor masters

3-band active EQ (80Hz, 2.5kHz and 12kHz) on all channels

Hi-Z input for direct connection of guitar, bass and other instruments

Insert, 100Hz low cut filter, and 48V phantom power on all mic channels

Stereo RCA tape I/O with input level control

Headphone output with separate rotary level control

Balanced XLR and balanced/unbalanced main outputs

FX mute with remote control via footswitch

Break switch mutes all channels for music playback between sets

Built-like-a-tank steel chassis with rugged, yet stylish ABS sidecheeks

"Planet Earth" switching power supply for worldwide use

Includes Tracktion 3 Music Production Software for Mac or PC

Specifications
Tracktion 3 System Requirements

Windows XP

Pentium / Athlon 1GHz or higher

512MB RAM or higher

OSX 10.4.8 or higher

G4, G5, Intel 1GHz or higher

512MB RAM or highe
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	Mic 

Kualitas setara Merk behringer xm 8500

Dynamic vocal microphone. 

Respon frekuensi yang sangat lebar. 

Pola cardioid.

Shock mount system 
pop noise

Tidak dilengkapi dengan switch on/off. 

Pola: dynamic cardioid
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	Stand Speaker

bahan baja di coating warna hitam kokoh

bisa untuk speaker outdoor / speaker karaoke tinggi bisa disetel sampai 1,8 meter

sepasang/1set harga sa untuk speaker 8" s/d 15"


	[image: image6.jpg]



	2
	unit
	
	


